1272172009 RAAI #50809

See Sheet 1 for Post Spacing

G
+

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

Detail A~ 57 3 Holders ¢t *1’-9" cts. Headwall 5" ) Detail B
N & 4 Holders af £1-6" cfs. Wingwall B f
t /\ N
~ ] 1l
<)

/———Knuck/e end
/

/— Detail C
)

/
-1
M
%
%o S
I
M ® .
el %’ 9 Gauge wire, 2" mesh
g chain link fabric, typ.
x . )
0
~< Barbed end
i) 7 N \Top of Headw)?// 1
. /
imw
)

T

5-3" Cap Screws
at *12" cts

] P hYrx3x3 - [T/ 2
\\ (Lif :
T B
| HSS 3 x 3 x Yy i
_ DETAIL A DETAIL B

— Drill & tap - 33" HHCS, typ.

HSS 3 x 3 x 4

Bl x 2" x 25" typ.

/
/

I

/]

Wingwall posts shall be

BICYCLE RAILING

Bicycle Railing —

SECTION THRU SIDEWALK

GLH

GLH

JN

GLH

10-1-08

(10°-0" Maximum Post Spacing)

BICYCLE RAILING

fabricated vertical.

- -

=—¢€ Post

/.
8_ Typ.
86

I
\—- 4" x 34" Stretcher bar, typ.
ASTM A513 1b x 34 x 14 gage

x 3" long holders, typ.

‘—7—H553X3X’4

's" Fabric reinforced
elastomeric pad

N IS HSS| 3 x 3 x /4
. K’JQ\’E O}
AR s
] 1" X 1" Shotted Holes
e a |
410 | & |
N U
vl e e e
5"
BASE F
HSS 3 x 3 x
P 3" x 1%" x 9" 4" rail splice
Top & Boffom "1
7 >—‘7—
yp Em /
R Lz AL & N
N
P 36“ X 176" x 9° IS & 'L =
Each side ,L M N
b.ra i -
1’2” jlz” III 2” 1[2n 1[21 211 Iu
€ %" Self- 9"

tapping screws

RAIL SPLICE
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HSS 3 x 3 x 14, typ.

Bent B 4" x 12" x 4’-4", Hyp.
Bend as required for maximum
closure - See Plan of Box Culvert
for Wingwall layour.
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ANCHOR BOLT DETAILS

In lieu of the cast-in-place anchor device shown, the Confractor
has the option of drilling and setting %g" ¢ anchor rods according

Embedment shall

be according to the manufacturer’s specifications.
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